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Ufullstendige data




Drenerings modell

Modellering fra Najsonal
Hoydemodell med 1 m opplgsning

Bruker informasjon om Bygninger,
Anlegg (kulvert/stikrenner) mv.




Resultater sa langt

Fokus pa sammenheng og ny
geometri

12 000 km nye vannlinjer

1/3 av Troms og Finnmark
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Begrensninger

Tidskrevende

Ukjente stikkrenner




SurbArea

SurbArea skal utvikle og

demonstrere verktgy som

integrerer:

» Risikovurdering av overvann

« Bruk av naturbaserte lgsninger

« Konsekvensutredning og
samfunnsgkonomiske analyser

« Overvannsmodellering

« Brukertilpassede geospatiale
data og klimascenarier

7ililvustratlon

Alternative A ‘ Alternative B Alternative C
Infrastructure No water stream, Area Natural water stream with banks  "Urban water stream with stone-
remains as today with stones, sand, clay, and paved banks. Capacity is 2000 Vs.

vegetation. Capacity is 2000 Us.
Biodiversity Area remains as today Large improvement in biodiversity Small improvement in biodiversity
Water quality Area remains as today Good water quality Moderate water quality

Use Area remains as today New walking trail with sitting and  New walking trail with sitting and
facilitation meeting spots. meeting spots.

—Floodlng Flooding, on an average, Flooding, on an average, every 20 Flooding, on an average, every 20

every 5 to 10 years to 30 years to 10 years




Oppgave B: Oppgave E:

Etablere nasjonalt Elvenett

datasett for
dreneringslinjer
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Oppgave D:

Teknisk infrastruktur
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Dreneringslinjer

“ Datasett fra Temadata innlandet

Type: Geonorge nedlastning

Formater:
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Kontaktinfo
- Simon Thaarup
- simon.thaarup@kartverket.no
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